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ATIONS OF USSR WINTER AUTOMOTI'™® GASCLINE (GOST 3254-46)

/Outlining follovs original document ]

1.

operating at an average temperat

2,

This standard applies to gasoline used as a fuel for gasoline engines,

ure of below 1’5°C.

There are two grades of winter automotive gasoline, distinguished by
their octane ratings:

a, No 70. winter automotive gasoline.

v, No 60, winmter automotive gasoline.

the following requirements :

3. Winter automotive gasoline must satisfy
Indexés According
Physicochemical Properties to Grade Test Method
10 60
1. Octane rating of the gasoline
without ethyl fluid, not less
than -- 60 GOST S1l-41
2. Octene rating of gasoline with
an ethyl content of not more
than 1.5 ml per one kilogram of ‘
gasoline, not less than 70 60 GOST 511-41
3. Fraectional Composition:
a. Ten percent distilled off b
at not higher than 739C §
GOST 2177-1&-3 §
b, Fifty percent aistilled off
at not higher than : 140°¢
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CORFIBER L.

CONF IDENTIAL | 50X1-HUM

Ninety percent distilled off at
not higher than 190°C

Final belling point, not higher
than 200°C

Residue in retort, not evove 1.5%

£. Total residue and 1oss, not above 5.5%

I

Vapor tension (Reid) 275-600 mn Hg GOST 1756-L2
Content of natural resins, not above 10 mg/100 ml GUST 1567-46

Tnduction period, not less than b0 min 0ST 17872-39,
method 2k v

Content of sulfur, not to exceed 0.15% GOST 1771-k2

Copper plate test Pusses 0ST NKTP 7872/
2292 method

23z-37

Coutent of watersoluble acids and

a alis N 05T NKTP 7872/
2292 method
25e-37

Content of mechanical impurities and
water The gasoline,

when poured
into a glass
cylinder of
40-50 mm in
diameter must
be trans-
perent and
must not show
suspension
or sediment
of foreign
bedies (in-
cluding wa-
ter)

A sulfur content of not more than 0.6% is permissible in gasolines
produced from sulfurous petroleums.

At delivery points of gasoline to the consumer (petroleum bases), an
increase in the content of natural resins to 15 mg per 100 ml of gas-
oline is permissible; similarly, the temperature of distilletion at
all points may be 29C higher, that of the finel boiling point, 3°c,
and the residue in the retort mey be higher by 0.3%.

The induction period of the gasoline is determined at production.

Storage of the gasoline is permissible for a period not longer than
€ months from the time it is produced.

Resin content and induction period of straight-run gesolines are not
checked.
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L, Packing, shipping stornge. and reseiving of eirter ootonotdve zancline
16 curried cnt im recordance with GOST 1510-45,

5, Selection of speciwens of winter aitemotive guatlive 1 efféctgd.in
accordance with 50ST 2517-4k, 1In the chech onnivels, « Litsrs of pa:oline are
used.
instens bions of the

of toain eff=cts

craasiert must

6. In the use of ewnyl gusoiines, tie r
GOSSANINGPENTIYA (Ltate Sanitary Juspectiion}
in sterauge, shipping, and vtilization of ethy!
he observed.

Propossd Ly the ferreleum Tnduwticy fepaciaen. oF
Standards.

Approved by lbe w11 -pion Compitton Ln pLanyaey

Effective 1 Beplavber 1946,




